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K \)‘ Product Features

Motor No. 485177383 Catalog N/A = Edited By ROHS LOAD
Model 48517T383F E'fegg‘:‘e’ 05/15/2006 (F)
Description 1/3,1725/1140,TENV,48,1/60/115 NP Seq 0
Proﬁli.l:; 48 Frame Channel MAR Status Active
Auth Stock Source
BOM/RT Y Class B Location o
0l S} Nameplate Data
Hertz 60 Volts 115 Hertz 60 Volts 115
HP 1/3 HP 1/8
FL FL
KW 0.25 Amps 53 KW 0.09 fips 29
FL PF FL PF
(Cos) (Cos)
SF SF
FL Eff Amps None FL Eif Kinps
Eff. 75% Eff. 75%

SF 1.0 RPM 1725 SF 1.0 RPM 1140
Assemh:’g F1 ONLY NP Frame 48 Motor Type SS
NEMA Insulation

Design NO DES CODE Phase 1 Class B3
Duty CONT. AOM Max A('gf; 40 Enclosure TENV
Eoll Loag IP Code ] 43 I Code & 40
R c°‘i[§°] p PE Bearing Bea?i’r:g
UL W-INS, CONST, AUTO LOCK UL REC csal®E v
cc — -
Number EXEMPT RoHS[E ¥ = CE
Protector AUT LCK RTR ONLY Nunzll'::etl: Thermostats NONE
Wdg.
RTDs NONE Lead Desc.
Hazardfus NONE Thermistors NONE
oc
Lf;;‘i: 2.25 Max KVAR Elevation 3300
Motor Protector T
Image Code p
i \} Inverter Duty Motor Information
Inverter Type NONE Inverter Load UNK Inv. Spd Range UNK
Max Safe RPM E] 1725 Rtr WK No Load Amps
Hertz HP RPM Torque Volts Amps
0 0 0 0 0
0 0 0 0 0
0 0 0 0 0
0 0 0 0 0
R1 R2 X1 X2 XM
0.0 0.0 0.0 0.0 0.0

|' \k Additional Mechanical Parameters
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o Frame Mtr
Material ROLLED STEEL _SED“:'I:TNHN Orientation TORIZONTAT
M{’;";’; RESILIENT BASE-EXTE Application UNK DE Bracket UNK
ODE Shaft
Bracket UNK Shaft Type SPECIAL Material STANDARD
DE Spl. Shaft
Shaft SEE SPL INST Diameter
ODE Spl. Shipping
shaft UNK e
Mech. Final Asm.
Features AN Drg.
Nameplate
Brg. RTDs NONE Logo
Nameplate o = Nameplate ap = Nameplate
Drg. - Conn Drg. - Type
Lubrication STANDARD Brake Prov. UNK ENCOder Nk
DE Brg Encoder
Type BALL Brake Mfg. UNK Mfg. UNK
ODE Brg Brake Encoder
Type UNK Serles UNK . Model LI
Drive Brake Encoder
Method UNK Torque UNK ppr UNK
Outline ap = 7 Pallet
Drg. A-5575632-675 = Packaging F Quantity 8%
C/Box
Type UNK
Garton Paint UNK
Label
B S}@ Additional Electrical Parameters
Electrical Type SPLIT PHASE Poles 4//6 Base Winding SE48/4-6/7
Start Method UNK Ins. System UNK Wdg. Rerate
Efficiency STANDARD Rotation REV Wdg, Group 1
Heater Volts NONE Heater Watts Wdg. Subgrp
. A-EES005B .
Conn Diag = Conn Diag2 - = Test Card
Shipped Conn NA
- Standard Order Variables
StdPck F StdVit N/A StdRot  SELECTIVE CCW StdMnt N/A




