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SPECIFICATIONS:
1.MOTOR ROTATION: CW FROM SHAFT END
2.LEAD WIRE WHITE/BLACK LENGTH -35.43±1.97,WITH 6.3 LINE TERMINAL 

BROWN,BRN/WHT-4.72±1.18,WITH 6.3 FLAG TERMINALS
3.LEAD WIRE -UL1275/18AWG/105C.
4.Star mark is the CTQ dimension.

7.93±.06

4.37 (REF)

CAP-CBB65
-5uF/370V

GRN/YEL-UL1015/18AWG-105C
-11.81±.4

3.563±.06

3.15

1.
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Motor Label

Rotation

8-32 UNC Nuts (Extra 4pcs)

                                  

HP 1/6   RPM 1075  1PH 
115V  2.5A   L-RA 4.6   60HZ
CW/CCW  INS.CL:B   CAP: 5 uF/370V
AMB 40c  FAN DUTY 
THERMALLY PROTECTED
YDK140/26-6-120D
XactOne  ,  Mississauga, Ontario 233751

      UHM16B 

LINE

CapBROWN
WHITE

BLACK

XactOneTM

                    
Rotation

BRN/WHT

CW

DIRECTION DIAGRAM

CCW ORANGE
YELLOW

ORANGE
YELLOW

PURPLE
BROWN
PURPLE
BROWN

Nameplate Label

Metal pipe∅.4x31.5

TM

All Dimension Must Be Held Within
Unless otherwise noticed (mm/inch)

X.XXX [ X.XXXX]:±0.050[0.002]
X.XX    [    X.XXX]:±0.127[0.005]
X.X      [       X.XX]:±0.254[0.010] 

X° : ±1°
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